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DISPOSABLE RESPIRATOR
IMPORTANT INFORMATION

IMPORTANT: Fit the respirator and check leak-tightness 
BEFORE entering the contaminated area. Follow 
instructions and wear the respirator as shown for the 
entire duration of exposure to contaminants. It’s the 
wearer’s responsibility to obtain a proper fit, if you 
cannot obtain a proper fit do not enter the contaminated 
area. Facial hair such as beards or stubble will prevent 
the respirator from getting a good seal to the face.
Discard the respirator and replace with new one if:
• The respirator is removed in a contaminated area
•	 Excessive clogging of the respirator causes 		
	 breathing difficulty or discomfort
•	 The smell of vapours becomes apparent (for 		
	 respirators protecting against vapours)
•	 The respirator becomes damaged
•	 For the selection and use of this respirator, refer to 
	 AS/NZS 1715

LIMITATIONS TO USE: Do not use these respirators or enter 
or stay in an area where:
-	Oxygen concentration is less than 19.5%
-	Airborne contaminant concentrations exceed 		
	 Workplace Exposure Standards (WES) established by 	
	 regulatory agencies
-	Contaminants or their concentrations are unknown or 	
	 immediately dangerous to life or health
-	Gases and/or vapours are present - except for 		
	 respirators designated as protecting against vapours, in 	
	 which case vapour concentrations should not exceed 	
	 WES

WARNING: These respirators do not supply oxygen. Do 
not use in oxygen-deficient atmospheres - eg: tanks or 
other poorly-ventilated areas. Do not use in explosive 
atmospheres. Requirements for leak-tightness are 
unlikely to be achieved if the respirator is worn against a 
beard or facial stubble.  

STORAGE: Store in original sealed packaging (remain 
unopened) in cool, dry conditions between temperatures 
from -5 °C to +50 °C and not to exceed 75% RH. The 
plastic bag must be sealed after use.

THESE MASKS ARE P2 RATED: A P2 rating indicates 
suitability for filtering particles generated by mechanical 
and thermal processes, such as: general, not highly 
hazardous, dust from timber, MDF, masonry, plasterboard, 
concrete, plaster, brick, painted surfaces, metallic 
dusts; also fibres from glass, rockwool and mineral 
wool; pollen, hay, feathers, animal feed dust, spores; 
welding and metal fumes; low level non-notifiable 
asbestos work; low level water and oil based mists. P2 
filters can also capture airborne biological particles 
under specified conditions. P2 filters are designed to 
capture at least 94% of airborne 0.6-micron particles. 
This information is provided as general advice and is not 
intended to apply to severe hazards such as highly toxic 
chemicals, isocyanates, radionuclides, asbestos, or use 
in oxygen deficient atmospheres. Specific situations, 
concentrations and toxicity of hazards can vary 
greatly. For advice with particular hazards, refer to the 
manufacturer’s Safety Data Sheets. 

Fig. 1 Hold respirator in hand 
with moulded nose contour 
(narrow end) at fingertips. 
Allow head straps to hang 
below hand. 

Fig. 2 Place respirator against 
your face with nose clip on the 
bridge of your nose. 

Fig. 3 Place the top strap high 
on the back of your head. Move 
the bottom strap over your 
head and position it below 
your ears. 

INSTRUCTIONS FOR USE
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Fig. 4 Use both hands to mould 
the nose clip to the shape 
of your nose for a secure, 
comfortable fit. 

Fig. 5  To fit check a non-valved 
mask, lightly cover the front of 
the mask with both hands and 
exhale vigorously. If a good fit is 
achieved, there should be no air 
leaks around the edges. If there 
are, then readjust the nose clip 
and straps, reposition mask 
until leakage is eliminated.
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